MIAMIDADE MIAMI-DADE COUNTY

COUNTY PRODUCT CONTROL SECTION
DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) 11805 SW 26 Street, Room 208.
BOARD AND CODE ADMINISTRATION DIVISION T (786) 315-2590  F (786) 315-2599

NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

PGT Industries, In¢,

1070 Technology Drive

North Venice, FL 34275

ScopE:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER -
Product Control Section to be used in Miami Dade County and other areas where allowed by the Authority
Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami-Dade County) and/or the AFJ (in areas other than Miami-Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER
reserves the tight to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.-

DESCRIPTION: Series “PW-3020” Aluminum Fixed Window — L.M.L

APPROVAL DOCUMENT: Drawing No. 3020-3, titled “Aluminum Picture Window, LMI”, sheets 1
through 7 of 7, dated 12/15/07, with revision C dated 05/29/15, prepared by manufacturer, signed and sealed
by Anthony Lynn Miller, P.E., bearing the Miami-Dade County Product Control Revision stamp with the
Notice of Acceptance number and expiration date by the Miami-Dade County Product Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LABELING: Each unit shail bear a permanént label with the manufacturer's name or logo, city, state,
model/series, and following statement: "Miami-Dade County Product Control Approved”, unless otherwise
noted herein. :

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement
of any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure
to comply with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and
followed by the expiration date may be displayed in advertising literature. If any portion of the NOA is
displayed, then it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA revises NOA# 12-0516.05 and consists of this page 1 and evidence pages E-1 and E-2, as well as
approval document mentioned above. '

The submitted documentation was reviewed by Manuel Perez, P.E,

NOA No. 15-0609.06
Expiration Date: August 16,2017
20“5 Approval Date: August 27,2015
/8
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PGT Industries, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

DRAWINGS

1. Manufacturer's die drawings and sections.
(Submitted under NOA No. 07-0613.02)

2, Drawing No. 3020-3, titled “Aluminum Fixed Window, LMI”, sheets 1 through 7 of 7,
dated 12/15/07, with revision C dated 05/29/15, prepared by manufacturer, 51gned and
sealed by Anthony Lynn Miller, P.E.

TESTS
1. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC, TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with marked-up drawings and installation diagram of a series PW-3020
aluminum fixed window, prepared by Architectural Testing, Inc., Test Report No.
ATI-72135.01-401-18, dated 05/07/07, signed and sealed by Joseph A. Reed, P.E.
(Submitted under NOA No. 07-0613.02)

CALCULATIONS
1. Anchor verification calculations and structural analysis, complying with FBC-5th

Edition (2014), dated 05/29/15, prepared by manufacturer, signed and sealed by
Anthony Lynn Miller, P.E.
2. (Glazing complies with ASTM E1300-04

QUALITY ASSURANCE
1. Miami-Dade Department of Regulatory and Economic Resources (RER).

MATERIAL CERTIFICATIONS _

1. Notice of Acceptance No. 14-0916.11 issued to Kuraray America, Inc. for their
“SentryGlas® (Clear and White) Glass Interlayers” dated 06/25/15, expiring on
(7/04/18.

Product Contro o
NOA No. I5-0609.06
Expiration Date: August 16,2017
Approval Date: August 27,2015




PGT Industries, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

F. - STATEMENTS

1. Statement letter of conformance, complying with FBC-5" Edition (2014), dated May
29, 2015, issued by manufacturer, signed and sealed by Anthony Lynn Miller, P.E.,

2. Statement letter of no financial interest, dated May 29, 2015, issued by manufacturer,
signed and sealed by Anthony Lynn Miller, P.E.

3. Laboratory compliance letter for Test Report No. ATI-72135.01-401-18, issued by
Architectural Testing, Inc., dated 05/07/07, signed and sealed by Joseph A. Reed, P.E.
(Submitted under NOA No. 07-0613.02)

G. OTHERS
1. Notice of Acceptance No. 12-0516.05, issued to PGT Industries, Inc. for their Series
“PW-3020 Picture” Aluminum Fixed Window - L.M.1.” approved on 08/02/12 and
expiring on 08/16/17. '

NOA No. 15-0609.06
Expiration Date: August 16,2017 .
Approval Date: August 27,2015



GENERAL NOTES: LARGE MISSILE IMPACT PICTURE WINDOW NOTE:

SUITABLE FOR LARGE AND

1. GLAZING OPTION(S): -9/16" LAMI: (2) LITES OF 1/4" HEAT STRENGTHENED GLASS ( HS) GLASS WITH AN 080" SMALL MISSILE APPLICATIONS
SENTRYGLAS®SC) INTERLAYER BY KURARAY AMERICA, INC. _
2. CONFIGURATIONS: O; APPROVAL APPLIES TO FIXED WINDOWS OF EQUAL LEG FRAMES. SIDE BY SIDE
COMBINATIONS OF FIXED/FIXED OR FIXED WITH OTHER WINDOW TYPES IN MODULES OF TWO OR MORE
WINDOWS USING APPROVED MULLIONS. _ _ DESIGN PRESSURES
13, DESIGN PRESSURES: A. NEGATIVE DESIGN LOADS BASED ON TESTED PRESSURE AND GLASS TABLES ASTM T AL SZES & CONFIGURATIONS)
E1300; B. POSITIVE DESIGN LOADS BASED ON WATER TEST PRESSURE AND GLASS TABLES ASTM E1300. RS TRE — T
4. ANCHORAGE: ANCHOR SHALL BE AS LISTED AND SPACED AS SHOWN ON DETAILS. ANCHOR EMBEDMENT TO e . ——
SUBSTRATE SHALL BE BEYOND WALL DRESSING OR STUCCO. THE 33 1/3% STRESS INCREASE HAS NOT BEEN 9/16" HEAT STRENGTHENED SG¢ LAMI| 41300 1300, NOA DRAWING MAP
USED IN THE DESIGN OF THIS PRODUCT. MATERIALS, INCLUDING BUT NOT LIMITED TO STEEL SCREWS, THAT A SED ON 516+ ELGO TAPCONS I8 GONGRETE USIG ' -
GOME INTO CONTACT WITH OTHER DISSIMILAR MATERIALS SHALL MEET THE REQUIREMENTS OF THE FLORIDA e ANGHOR PLATE AND 174" sHIMS._Pé:CTHE;E GENERAL NOTES .iccocrien. 1
BUILDING CODE. APPROVED ANCHORS: 1, #14 STEEL SCREW (G5) 2, 1/4® ELGO ULTRACON 3 &4, 5/16" ELCQ ANCHOR TYPES AND SUBSTRATES AVAILABLE, SOME GLAZING DETAILS......ee. 1
ULTRACON. ' WITH DESIGN PRESSURE LIMITATIONS. SEE ELEVATIONS.,..ccvvieiirinen 1
5. SHUTTER REQUIREMENT: NOT REQUIRED. _ ENCLOSED FOR SPECFICS. VERT, SECTIONS............ 2
6. INSTALLATION SCREWS AND FRAME CORNERS SEALED WITH NARROW JOINT SEALANT, .. HORIZ. SECTIONS......c.c... 2
7. REFERENCES: TEST REPORT ATI 72135.01-401.18 & 72150.01-401,18; ELCO TEXTRON NOA; ANSI/AF&PA NDS FOR CORNER ASSEMBLY........ 2
WOOD CONSTRUCTION; ADM ALUMINUM DESIGN MANUAL | EXTRUSIONS ..cocvrreccneen 3
8. THIS PRODUGT HAS BEEN DESIGNED & TESTED TO COMPLY WITH THE REQUIREMENTS OF THE FLORIDA PARTS LIST.ivvvcvevcrisiinns i 3
BUILDING CODE, INCLUDING THE HIGH VELOCITY HURRICANE ZONE (HVHZ). ANCHORAGE........ovonemeees 3
ANCHOR QUANTITIES..... 46
. DP TABLES......cvsucrmvemsrones T
3 _ _ FALSE MUNTINS SURFACE DP TABLES...... r
6" MAX.——1 fe— |~—=}-SEE TABLES 1-3 6" MAX.——-I j=— |1} SEE TABLES 1-3 APPLIED, OPTIONAL
| } | (- ' _ ] - i 1 1 :
A a0 2 mAx, I aommaxy & ?/ i
1] ) 4 ”_“_-‘_;IF______ N _—_—-_r%r_—_— 4
@ — _J"T—_—_—_—'TTL:_—_JTT’—_ | @ : T I i I I
h i || I T il it I i I in
1] 1l 1] ] I il | |
:=:%==:%===%::: l :::ﬁ:::::ﬁ:::;ﬁ::::ﬁ::::ﬂ:::
mou Al il ik 120" : 1 1 (R4 H i -
1 1: H SE ===Ir}:=:_—_4|;lt=:=4|;=='=¥p:==:g=== 78“
a :::%::::i]f:::qT:_:: B MAX. TABLES 1-3.__.‘ “ H ” !I% H |
” H H ' * ““‘g—"—ﬁ‘“ Il 4'1-—-——1]%——- 73 1/4" 9/153' NOM.
U :::%:::#='==:g::: 18 115 1/ “ -_—-|= ]Ii “ H'—__ :|HF-_ DLO B 1/ HS®GLASS .
A MAX. N o b T 000" SGUINTERLAYER
S S SO SO LD =onnftonadansisends BY KURARAY AMERICA, INC.
T o0 i ([ i S B) i TR . 414" HS GLASS
1l f I 6" MAX. P . PRODUCT REVISED
i :.::g::::#,:::.—u::: . T i I i | i as comply(i‘:l}gdwithlhe Florida
- " Buildi
SEE T T ~———69 1/4" DLO———= Aeceptance No /50, 01,04
TABLES 1:3 || ___t%___X___W___ — — 74" - Expiratiop Date 17
T | i
I il il By &
' A T_lfll,______ _.yr______ _;}.IF iR . . a75 Miam
'@ oo NOTE: WINDOW TO BE 40 SQUARE FEET IN AREA OR
o I \__ LESS AND NOT MORE THAN 120" ON ANY 1 SIDE.
6" Ax | T ) ~
] 1 ] ] .
~——43 1/4 DLO—1 \_FALSE MUNTINS SURFACE
48 - APPLIED, OPTIONAL
ELEVATION GLAZING DETAIL &
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Revsd By: | Oaler Rovisor: . Dosarpton: -
A. Added 40 &2 rule & updated format. . : . , .
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- -3.250 -

NOTE:

SUITABLE FOR LARGE AND
SMALL MISSILE APPLICATIONS
| INT..
5 < ]
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OPTIONAL, | = ny Sl
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NOTES:

1. FOR CONGRETE APPLICATIONS USE ANCHOR TYPE 2, 3 OR 4. SEE SHEETS 1-3, FOR ANCHOR DESCRIPTION AND SPACING.
2. FOR WOOD APPLICATIONS USE ANCHOR TYPES 1 OR 2. SEE SHEET 1-3 FOR ANCHOR DESCRIPTION AND SPACING.

3. WOOD BUCKS DEPICTED. AS 1x ARE LESS THAN 1 1/2” THICK. 1x WOOD BUCKS ARE OPTIONAL IF UNIT IS INSTALLED DIRECTLY
TO SOLID CONCRETE, WOOD BUCKS DEPIGTED AS 2x ARE 1 1/2" THICK OR GREATER. INSTALLATION TO THE SUBSTRATE OF
WOOD BUCKS TO BE ENGINEERED BY OTHERS OR AS APPROVED BY THE AUTHORITY HAVING JURISDICTION (AHU).

MIN 5/16™ NUT & BOLT,

WOOD ANCHOR ™ . MAX. 6" FROM END,
MIAMI-DADE COUNTY —SAME O.C. SPACING AS
APPROVED MULLION FRAME TO OPENING; SEE
SHEETS 4-6
= S . &
A i
114" -
EXT. MAX, ‘
SHIM | =
s
i |
13/8" F
MI*N.
v EXT.

TYPE HEAD, SILL & JAMB (2x WOOD) MULLED EXAMPLE - ENGINEERED BY OTHERS

—MASONRY ANCHOR — MASONRY ANCHOR

_I| 180]
: 114" 1147
EXT. MAX. EXT. — MAX.
SHIM _..] SHM *
L —— ] __—-—-—-'-—-—-_-_-— .
T * S ben e e 15| MIN, EMBEDMENT,
T = B G N otarera LrL k| T T SEEKEY TABLEIN
P 14T o [MINGEMBEDMENT, | e i e v Loy 7 4 Lt SHEETS4THRUY
- “ % ed TESEEKEYTABLEIN  proer wel. o 7 o am L7t os v
e ca " | SHEETS 4 THRU 7 : o f

* 3.4 KSI MIN. CONCRETE

MIN. EDGE DISTANCE,
SEE KEY TABLE IN
SHEETS 4 THRU 7

3,4 KSI MIN. CONCRETE MIN. EDGE DISTANCE,

SEE KEY TABLE IN
SHEETS 4 THRU ¥

TYPE HEAD, SILL & JAMB TYPE HEAD, SILL & JAMB

ITEM [ PART # |DESCRIPTION MATL | VENDOR#
1 13102 [FRAME, FEMALE 6063-T5 | 3506GW-90-7
3 13105 ; GLAZING BEAD, TYPE 1 6063-T5 | 3506GW-80-3
5 | 13106 |ANCHOR COVER PLATE 6063-T5 | 3506GW-80-5
6 | 13103 [ANCHOR PLATE 6063-T5 | 3506GW-80-9
70 #10 X 1" PH SMS 3.5, ,

8 | 13053 [MUNTIN/MULL COVER 6063-T5 |3506GW-590-3

10 BACKBEDDING SILICONE| GE RS 7700

11 SEAM-SEALER _

12 | 13060 [GLAZING LEG WSTP. EPDM 13060

13 | 1614 [SETTING BLOCK 1/8"x1/2'x1" | EPDM

14 {9/16" LAMI (1/4" T, .060 SGP, 1/4" T) GLASS PGT

] 550} NOTE:

T SUITABLE FOR LARGE AND
r_ogo SMALL MISSILE APPLICATIONS

2,375 L5 L5
T - 3.250 ;T

1- FRAME, FEMALE
|=—2.038 —
1.292 090
f|l=—.062
3- GLAZING BEAD, TYPE 1
— 050
—=! 1.059 b= 1
5 - ANCHOR COVER PLATE PRODUCT REVISED
) s 054 | as comply(i:g% with the Florida
B Bwldi
fA (&) L_ﬂ! A‘c“ce;l)?fncc Neo 15-004. o
- Expiration Date }7
090

6- ANCHOR PLATE

wif N

8 - MUNTIN/MULL COVER

r.OSd

|-—1.750 —

(CONCRETE W/ 1x BUCK) (DIRECTLY TO CONCRETE)
By: | Dota: Redaions: 2 i : Desariplon: .
R 06i5/09 | “A | Added 40 Frule & updaled Tormet o TESHNOLOGY DRVE PARTS LIST, EXTRUSIONS & ANCHORAGE
) 11/19/11 "B | NO CHANGE THIS SHEET N VENICE, FL 34275
IR, [05/20/15 | C . |NO CHANGE THIS SHEET posors ALUMIN UM PICTURE WINDOW, LMI _
e Py || ’ ® | ewoozo “ox | 3 @7 3020-3 c

", _' Bl .
A Lyﬁn M.ﬂe&r PE.
P.E.# 58705




NOTE:

TABLE 1
, SUITABLE FOR LARGE AND
HEAD, SILL AND JAMB ANCHOR QUANTITIES FOR DESIGN PRESSURES OF +130/-130 PSF ORLESS SMALL MISSILE APPLICATIONS
ANCHOR TYPE WINDOW HEIGHT (in) ' _ NOTES: 7
(see table below) 36 48 80 72 B4 98 108 120 1. 70 BE USED IN CONJUNCTION
WINDOW {  ANCHOR ' : WITH INSTALLATION DRAWINGS
WIDTH (in)|  LOCATION 1t21ajalrl21a|ald1|2ialal1]|2|a|4|1]2)a3|4|1]|2|3|4|1]213|a][1]|2]3}4 AND NOTES OF SHEET 3 OF 7.
- - _ : 2. ALL SIZES ARE LIMITED TO 40
Headandsit | 212 3| 2)al2e|al2|2|2|a|2|2|2fs|2}f2|2|23f{2]|2|2|s}2]2|2|8}2]|2]|2}3(2 SQUARE FEET.
Jamb 3|3|5|3|afa|7}aisls5je|5)6]|6|11)6]7;7}13]7|8|8|15)8[9]9 17|99 |9|1e]9 ?JAEJESRT\?EQE%?ELIWHAEEQ
HeadandSil 13 1315|3l3|3ls|3|3|a|5]3]|a}a|s|a]|a|la|s5fs]s|s|s]|a[3]|3|5|3]|3[3]|&|3 ROUND UP.
16 - _ - : 4, MAXIMUM ANCHOR SPACING:
Jamb ala|ls|alalalstals)s{11lsiele|14l6]7|7]18[7|8[8)21|8]0|9o[24]9]8|10j27]10 6" FROM THE CORNER
, ' : . - : 13.5" BETWEEN ANCHORS
HeadandSill | 4 |4 |8 |ala|aja|aja|alo|a|a]jalofa]a|da|o|4]|a]|a|ofa]aja]jo]|4]4]|4]°]4
48 : : : : - ' ,
Jamb. alals|3]{4|4]9]|4]|5]5][13]5 6|17l6l7 |8 |21|8]8iolas)o}fo|11]29]11]10[12]34[12
‘HeadendSit | 51511 s|5l5[13|5]|5|5|13|s]|5|5]|13|5|[5|86([13[5]5|5(13[5
60 - | I d i
Jamb a|lals|alalaf{o|4a|s|5]|13|5el7|1e[7]| 7024|090 |11]|20]11
Headand Sill | 6 | 6 14| 6|6 |6 |17[6]|6|6]19| 6|6 6[1a]6]|6|6|19]6
72
Jamb sla|ls|a|a|alo|4|5]|5]|13|5]6|7|19|7}86|9|25¢8
HendandSil | 7 171187717 |21 7| 7|7 |24 7|8 |7]es]8|8|7 |28
84 + 1 1 : '
Jamb s|aflsla|a|afola]ls]|5|13[5]6|7|19|7|8|0]|28]09
Headand Sill | 8 |8 [21|8]8[8[25{8f9]|8}20f9
96 : . _
Jamb sla|s|3]la|ajo|4]5]|5]13]5
Headand Sill | & |9 |24} 9| 9|9 |20| 9}10] 9 |34}10
108 : iR 4
Jamb 3|a|s5|3|4|4lafl4a]6]s]|13]5
Head and Sill | 9 | 9 [27] 9 |10} 9 |34[ 10
20 1
1 Jamb 31{3|5|3|4|4]|9]|4 :SRC?.DUIC_T REVISED
i i, i :
Building Ying With the Florida
. Acceptance No 15-0609.0¢
KEY TABLE Uxpiration Date 17
Anchor : . Requites | Min. O.C. |Min. Edge Min By
Anchor Type Anchor Location Substrate L N B ' ‘
Type yp | Anchor Plate | Distance i Distance | Embedment Miam)Dude Froduct Con
1 offi-the-shelf #14, steel screw (G5) | Head, Silt and Jamb Wood (SG = 0.55) Yes 2 1 1.376
, " " Head, Sill and-Jamb. Concrete (min. 2.85 ksi) Yes 4 2.5 1.375
2 Eico 14" steal Utracan Jamb. Grouted CMU, (ASTM C-90) Yes 4 2.5 175
" ! Head, Sill and Jamb Concrete (min. 2,85 ksi) No 5 2,188 1 R
3 Elco 5/18" steel Ultracon Jamb Grouted CMU. (AGTM C-30) o 3 5E 175 e
_ u _ Head, Sill and Jamb ‘Concrete (min. 2.85 ksi) Yes 5 2.188 1 B
4 Elco 5/16" steef Ultracon Jamb Groutsd CMU, (ASTM C-90) Yes 5 35 175 B
Raved By: | Daie: Reviskim: 1 AN 2 - ey ;
R losesoo | A |A Added 40 ft2 rule & updated format. - :
RevsdBy: | OFle: Revizors: ! - 1070 TECHNOLOGY DRIVE ANCHORAGE PER 130 DP
11719711 | B | NO CHANGE THIS SHEET N. VENICE, FL 34275 Toh: UMIN URE W _ g -
Fiaved By g i _ e, AR T
IR, |05/20/15 | G | CHANGED ANCHOR SPECIFICATIONS £.0. 80K 1529 ALUMINUM PICTURE WINDOW, LMI _ s
Deawn By, | Defe: Checked By] Dato; NOKOMIS, FL 34274 I5) ' ; " . Lynn Miller, P.E.
JR. | 120507 PW3020 N/A 4 « 7 3020-3 C F.E.# 58705




TABLE 2 NOTE:
- SUITABLE FOR LARGE AND
HEAD, SiLL AND JAMB ANCHOR QUANTITIES FOR DESIGN PRESSURES OF +110/-110 PSF OR LESS S IS
ANCHOR TYPE — WINDOW HEIGHT {in)
(ses table below) 36 48 60 72 84 96 108 120 NOTES:
, : : 1. TO BE USED IN CONJUNCTION
WINDOW | ANCHOR \%4 | 5 |5 14| 1|2 |a|4|1|2fs]af1]2]s|a|r|zialafrfz|ayaft]2|s|a]t]2]3]4 WITH INSTALLATION DRAWINGS
(in)) LOX | AND NOTES OF SHEET 3 OF 7.
Headandsut 1 212 121 2l2l2V2]z2]2l2]z212)2|2|2|2fz2|2|2]|2|2|2}2|2|2}2|2{2|2{2]|2]2 2. ALL SIZES ARE LIMITED TO 40
24 : - SQUARE FEET.
Jamb alslalalalalefals|sf7|s|eje|o|le]|7|7i11|7|8la|13;B]9]|8 14 9fal16]9 3. INTERPOLATION BETWEEN
- : — VALUES ALLOWED - ALWAYS
HeadandSifi | 3 |3 |4 (3|3 |afa|afa|s|4]a]s|a]|4a|a|3|3|4]|3]|a|a|4]|8|3]|3]|4]|3]3]3]4]3 ROUND UP.
36 - - - ' i .
Jamb alalalalalalzlals|sliojs]|eis|12jal7}7|15|7}8|8|18[8]9oio|20/9]|9]|9][23]9 4 “gfffggUMMTﬁécgggN%?omG'
headandSil | 4 |4 |7 |alalal7|alalal7lafalalz|alalajr|a]atal7iala|a]7|[4]a]a)7]4 13.5" BETWEEN ANCHORS
48 . _ :
Jamb 3lalalalaja|7]4 511|656 |6 |14lef7|7|18|7]|2|8|21|8]9|9|25/9]9|10]/28)10
Headand Sill | 615|106} 5| 5l14|s}s|5[11|5]|5|s{11|5|5|5]11|56|5]|5[11]5
60 | . . . 1
Jamb alalatalalal7|als|s|1ijs|e|6|16|6]7|720]17]|8]9]|25 ¢
_ Headand Sl | 6 |6 (12| 6] 6|6 ]14| 6|6 |6{6|6|6{6|18|6]|B |6 |16 86
72 : :
Jamb alalaialalal7]|4|s|s|11]{s)e6|6|16|6]|7|8}21]8
_ eadand ot 1717 118|707 711|777 ]20| 7|77 |2177}7]7|22|7
84 : : :
Jamb alalatalalal7|4a]s|5|1|s]|e|ele|e]|7 8228
Headand Sitt | 8 | 8 (18| 8] 8|6 |21]8]e |8 258 '
96 —t _
Jamb a{ala|a|al1a]{74]5]|5]|11]5
Meadand Sill | 9 |9 20| 9} o|o|25|0]o|9o|20]9
108
Jamb alalalalalal7|4]|s]|s5]1
Headand Silt { 9 | 9 |23| 9| 9|9 |28]9
120
Jamb 3|1314|13|4|417 |4 RODUCT REVISED
- - 5 complying with the Florida
tuilding Cod
\ceeptance No 45+0609. 06
KEY TABLE _ Expiration Date A_"%'ﬂ'[ﬂ" o/ 7
Anchor " Requires { Min. O.C. | Min. Edge Min. ‘
Type { Anchor Type Anchor Location Subsirate ‘Anchor Plate { Distance | Distance | Emhedment
1 offthe-shelf #14, steel screw (G5) | Head, Sili and Jamb Wood (3G = 0.55) " Yes 2 1 1.375
' Head, Sill and Jamb Concrete (min. 2.85 ksi) Yes 4 2.5 1.375
n U i ) ! !
2 Etco 1/4" steei Uliracon Jamb Grouted CMU, (ASTM C-90) Yes 3 25 1.75 L
.o . Head, Sill and Jamb Concrete (min. 2.85 ksi) No 5 2.188 1
3 Elco 5718 steel Uiiraoon Jamb Grouled CMU, (ASTM C-90) No 5 25 175
Head, Sill and Jamb Concrete {min, 2,85 ksi) Yes 5 2,188 1 -
" | U 0 "
4 Elco 5/16 steel Uitracon Jamb Grouted CMU, (ASTM C-80) Yes 5 25 175 -
Ravad By: | Dute: Reviions: . Dowariotion: - A
A. Added 40 ft? rule & updated format. ;
B et e o 070 TECHNOLOGY DRIVE ANCHORAGE PER 110 DP
JJ t1119/11 1 B | NO CHANGE THIS SHEET N. VENIGE, FL 4275 TXLU UM PICTURE WINDOW. L1 RS
Taved By: | Duik: Forvisons: T By L
IR |oseeris | € | CHANGED ANCHOR SPECIFICATIONS o Box 129 WM[N Mu Ta.? D,,,.,,,',,. _ ¥ et 5
e Py | o ' ® | pwaozo NA| & «7 3020-3 ¢ P.E# 58705

o o g o KD 2 £ 121 LA T




NOTE:

TABLE 3
_ _ SUITABLE FOR LARGE AND
HEAD, SILL AND JAMB ANCHOR QUANTITIES FOR DESIGN PRESSURES OF +30/.90 PSF OR LESS SMALL MISSILE APPLICATIONS
~ ANCHOR TYPE WINDOW HEIGHT (in) OTES:

{see table below) 36 48 60 72 84 96 108 120 1_?5?;5 USED IN CONJUNGTION
WINDOW | ANCHOR _ : WITH INSTALLATION DRAWINGS
WIDTH ()| LOCATION slolalal1l2lalala]2]sl4al1)2]|a|al1{2{3|4|1]|2}a|af1j2|3|4]1]2[3]4 AND NOTES OF SHEET 3 OF 7,

- —1 - = — . : 2. ALL SIZES ARE LIMITED TO 40
neadandSit 12 1212l2l2tz2lzlalalalalz2]2|2)2i2|2]2|2|2]2)2]|2]|2]2|2|2|2|2(2|2]2 SQUARE FEET.

24 : — : ) : ,

Jamb alslalalalalslals|s|el|s|ele|s|e]7i7|s|7|a]|s|10je|la]o|i2[ala]e]1a}o %At‘ljggiftg&gg B}EME&S
MHeadandSill | 313 |4alalafal4lalaiaja|a|a|a|4]a|3|[s]|4|3}a|3]a|3]3[3]|4;3[3)3]4]3 ROUND UP. '
36 - . : 4. MAXIMUM ANCHOR SPACING:
Jamb 3|s|4(s]ala|sfals|s[s|s)6|6|0|6])7{7]12[7]|6 8|14/8]0)|9|17)9 9|9 f19f9 6" FROM THE GORNER
- ' 13.5" BETWEEN ANCHORS
Headandsil | 4 | 4|6 |4|alalela|alale|a]a|alo|a|a|a|c|a|a|a|Bja]sja|6|ald a]|Bfa]
48 - .
Jarmib 3|alalzlalalalals|s|a|5]|6|6|12[6]|7|7|15|7]6]|8]|18|8]|9|9|20j9]|8|9|23|9]
_ HeedandSill | 5[5|8(5]5|5|o|s|st5|o|5|s5|5|af{5s{5{6]|9|[5]|5]|5]|9{5
60 : : _ _
Jamb alatalaslalalsl|als|s|s|s|ele|13|e]|7|7|17|7i8 8|28
_ Headand Sitt | 6 |6 |10] 6|6 |6 |12{6]|6{6|13j6]o|6|13[6]|6]|6 13|86
72 - '
Jamb 3|3 |4|3]|4|4|6[4}5|5]|915|6 6113|867 |7 |18]|7
Headand Sit | 7 | 7 |12t 717 7|15\ 7|7 | 2 |a7| 7 7|7 |87 |7 |7 |18]7
84 . : --
Jamb  |3l3|4|a3|ala|e|als|5]o|s]|e|e|13]6}7 7187
Headand Sill | 8 | 8114\ a|6]8a|18|e]s|s|20|8]
96 :
Jamb a|lala]|s|al|a|lsla]s|5]|9]5
Meadand Sill | o |9 |17/ ol oo |20|9fo|s|24]0
108 : :
Jamb 3|3|4|3|a|a|6]|a|5]5]|9|5
_ Headand Sill | 8 |9 {19} 9] 9]9]|23]9
120 . : PRODUCT REVISED
Jamb 313(4|3]|4]|4]|614 as complying with the Floride
Building Code
Acceptance NodS- 060 -%
Expiration Date 7
KEY TABLE _
j . f . . By
Anchor . Requires | Min, O.C. |Min. Edge Min. Miamifade Product Cor
Anchor Type Anchor Location Substrate N . a
Type - yp Anchor Plate | Distance | Distance | Embedment
1 off-the-shelf #14, stee! screw (G5) [ Head, Sill and Jamb Wood (SG = 0.55) Yes 2 1 1.375
Head, Sill and Jamb Concrete {min. 2.85 ksi) Yes 4 2.5 1.375
l m 1 - - 3
2 Elco 1/4” steel Ultracon Jamb Grouted CMU, (ASTM C-90) Yes 4 25 1.75
Head, Sill and Jamb Concrete (min. 2.85 ksi) No 5 2,188 1
! 1 L1 ! ) .
3 Elco §/16" steal Uitracon Jamb Grouted CMU, (ASTM C-80) No 5 35 175
" Head, Sill and Jamb Concrete (min. 2.85 ksi) Yes 5 2.188 1
4 leo 5/16 2 : -
Elco 516" steel Ultracon Jamb Grouted CMU, (ASTM C-90) Yes 5 5.5 1.75 :
Revad By: | Date: Ravisons: AP 2 . . por— . -
JR 05/25/09 A A. Added 40 ft2 rule & updated formiat. :
Roved By: | Data: Ravigions: 1070 TECHNOLOGY DRIVE ANCHORAGE PER 90 DP
JJ t1i1e711 | B I NO CHANGE THIS SHEET N. VENICE, FL 34275 TXLUMINUM PIC £ WIND LMl S
Revad By: | Date: avisions whe e
IR |05/20115 | C . | CHANGED ANCHOR SPECIFICATIONS P.0. BOX 1529 — — Tgf Wi %L M v A. Lyrin Miker, P.E
Grawn By: |Date: Checkad By| Dte: NOKOMIS, FL 34274 ® N/ g - ;IE#ISST;'OS .
JR | 120507 PW3020 At 6 « 7 3020-3 c PE.




TABLE 4
Design Pressure for Minimal Anchorage (+ and -, in psf)
Min. Anchors 36 48 . ) "gINDOW = (ige)ﬂ. 56 108 120
per Jamb "o 7 5 3 7 B 9 9
WINDOW | Substrate—>
WIDTH |MinAnchors| 1| 2|34 1|23 |4}1|2j3|afj1|2]3]4 213|411 al4fl1]2|3]l4a|1]|2]3
(iny | per Head/Sil
24 2 90 |90|90|o0]on|90]|84|00|00]{c0]79|00§00 |00 7650 907490'90 72| 90 71 e0 | 90| 63|90
B 3 90| 00| 8a|o0|oo|e0|67|sn|on|eo|60|90|e0|s0]s6]00 o0 | 63 90.9'0 52| 90| %0 50 80 30‘744
48 4 g0 | 90| 67 o0 | 90| 63| 90| e 9090964790 90| 44 | 50| 00 | 90 42 | 90 a1 20 o0
60 5 9.090'60909090.5390.90 50| 00| 00{o0) 4300|900 |90|32|00]90| 9037|890
;2 6 8060 56)90]|00]90 47|90} 90 43|90l 90|90 | 42|90
64 7 9090539090'904490 90 | 39| 90
96 8 90|90 |52|90}f90|90|42]90 90 | 37 | 90
108 | 9 90 50 .9.0 90 {90 | 41| 90
120 9 90 | 44 90 éo 90| 35| 90
. KEY TABLE __ _ _ 7
oo AnchorType | Anchor Location Substrate -Ar?ci%?llz‘ei:te “S'.Ztﬁfe “gfltfﬁcg: Embﬂ?ﬁwen’c
1 off-the-shelf #14, steel screw (G5) | Head, Sill and Jamb Wood (SG = 0.55) - Yes 2 1 1.375
A L L M B S - .
I e L I -
I e L e e

| NOTE:

SUITABLE FOR LARGE AND
SMALL MISSILE APPLICATIONS

NOTES:

1, TO BE USED IN CONJUNCTION
WITH INSTALLATION DRAWINGS
AND NOTES OF SHEET 3 OF 7.

2. ALL SIZES ARE LIMITED TO 40

SQUARE FEET.

3. INTERPOLATION BETWEEN
VALUES ALLOWED - ALWAYS
ROUND UP.

4, MAXIMUM ANCHOR SPACING:

6" FROM THE CORNER
13.5" BETWEEN ANCHORS

PRODUCT REVISED .

as complying with the Florida
Building Code

Acceptance No 15-0609.06
Expiration Date

RevsdBy: | De: Rovisbns: 2 pr
JR 9 A. Added 40 fi2 rule & updated format. : .

IR 05/26/09 | A . 1070 TEGHNLOGY DRNE DP USING MINIMUM ANCHORAGE
JJ 111197111 B | NO CHANGE THIS SHEET N, VENICE, FL 24275 TXLUM M PICTURE WINDOW. L

Revad By. | Dals. arvisions: .
TR |06/20/15 | C - | GHANGED ANCHOR SPECIFICATIONS Josoxim UMINUM PICTURE WINDOW, LMI _

"R | 1208007 i ' ® | pwanzo NA| 7 «7 3020-3 C P.E # 58705
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